STEAM SHOWER/ROOM, NOBLESEAL® TS

= FRAMING

T et

CEMENT BACKER BOARD

NOBLESEAL TS
INSTALLED BETWEEN CEMENT BACKER BOARD

SEALED SLIP JOINT
CERAMIC TILE

MODIFIED THIN-SET

WOOD OR METAL STUDS

NOBLESEAL TS
(INSTALLED IN FRONT OF CEMENT BACKER BOARD)

MODIFIED THIN-SET

©
<
=
s
[}
5
2 g
5 =
SEALED SLIP JOINT >($ o é
NOBLESEAL TS s = §§ S
O ¢ o035
Z 8 HBR 2
\ S5 R22O
/ 1 o L ;wgﬁ
o5 N85 8
_ So Q) rN=
w_/ SS 25RE
SLOPED MORTAR BED 1/4 =% £285
PER FOOT TO DRAIN |
|
N\
/ \
POSITIVE WEEP PROTECTOR | _— " \\
OR OTHER WEEP PROTECTION - S\
TILE 1/4" PER FT. \ 5
T Al Al S
MORTAR SLOPE \ RS
MODIFIED THIN-SET -
NOBLESEAL TS

NOBLESEALANT 150

NOBLEFLEX® DRAIN
FLASHING

w
'—
|
<
wl
[72]
u
<)
NOBLESEALANT 150 2| =
MODIFIED THIN-SET 5| 3
o
SLOPED MORTAR BED 5 £
S
SUBFLOOR MUST COMPLY WITH s | £
INDUSTRY GUIDELINES NOT TO SCALE z [
28 |5=
38 |5Z
o © |Zuw
£a |55
NOTES:

Drawn By: RJL

1) USE PEA GRAVEL WITH 3/4" NOBLEFLEX DRAIN FLASHING
2) FOLLOW TCNA DETAILS EJ171 FOR MOVEMENT JOINT PLACEMENT AND SR614 : —
FOR GENERAL CONSTRUCTION DETAILS EXCLUDING MEMBRANE PLACEMENT ON CEILING. [0 o iRl
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